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DyPerm Tape

PHYSICAL PROPERTIES OF DYPERM TAPE: VAPOR BARRIER TAPE
(((  
All properties are measured at 70°F – 75°+ unless otherwise indicated.
(((  
These are nominal values obtained from representative product samples, and are subject to normal manufacturing variances.                        

((( 
Average value through the foam cross section.

(((  
Frequent and severe thermal cycling can produce dimensional changes significantly greater than those listed here.  Special design considerations must be made in
                  systems subject to severe cycling.
(5(
This numerical flame spread data is not intended to reflect hazards presented by this or any other material under actual fire conditions.
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FOR TECHNICAL INFORMATION:
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    (800) 433-5551 






·
Contact:  Mike Cartmell  

            info@dyplastproducts.com





                                   Vice President, Technology




                              www.dyplastproducts.com





·
Phone:     (305) 921-0123    Fax:  (305) 687-6353

            12501 N.W. 38th Ave.






·
Email:      mcartmell@dyplastproducts.com

            Miami, FL  33054   






·
MSDS sheets available upon request

NOTICE: No freedom from any patent owned by Dyplast Products or others is to be inferred.  Because use conditions and applicable laws may differ from one location to another and may change with time, Customer is responsible for determining whether products and the information in this document are appropriate for Customer’s use and for ensuring that Customer’s workplace and disposal practices are in compliance with applicable laws and other government enactments.  Dyplast Products assumes no obligation or liability for the information in this document.  NO WARRANTIES ARE GIVEN; ALL IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE ARE EXPRESSLY EXCLUDED.
LIMITATIONS AND DISCLAIMER OF WARRANTIES AND LIABILITIES

Characteristics, properties, performance of materials, and application specifications herein described are based on data obtained under controlled conditions. Information is supplied upon the condition that the persons receiving same will make their own determination as to its suitability for their purposes prior to use. Dyplast Products makes no implied warranties of any type, including without limitation, any warrant of merchantability or fitness of purpose. In no event will Dyplast Products be responsible for damages of any nature whatsoever resulting from the use of or reliance upon this information or the product to which information refers. No agent, sales representative, or employee is empowered to change, alter, or amend this provision, unless approved in writing by a duly authorized officer of Dyplast Products.
DyPerm Tape: Wrap Vapor Barrier Tape
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